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SETUP SHEET

See the Poly G7500 Regulatory Notices for all regulatory and safety guidance prior to configuration.
Avant de procéder a la configuration, veuillez consulter les Avis de réglementation du Poly G7500, afin de prendre connaissance des recommandations en matiére de sécurité et de réglementation.
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OPTIONAL SETUP
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Covering the ventilation opening can result in overheating and system instability.

Si se tapa la abertura de ventilacion, el sistema podria sobrecalentarse y resultar inestable.

Cobrir a abertura de ventilagdo pode resultar no superaguecimento e na instabilidade do sistema.
Wenn die Luftungsoffnung abgedeckt wird, kann sich das System tberhitzen und instabil reagieren.
Coprire I'apertura di ventilazione comporta il rischio di surriscaldamento e di instabilita del sistema.
Tildekking av ventilasjonsapningen kan fere til overoppvarming og ustabilitet i systemet.

A szelldzényilas lefedése tulmelegedéshez és a rendszer instabilla valasahoz vezethet.

Zastoniecie otworu wentylacyjnego moze spowodowac przegrzanie i niestabilnos¢ systemu.
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Toute obstruction des orifices d'aération risque de provoquer une surchauffe ainsi qu'une instabilité du systéme.

Hereby, Plantronics B.V. declares that the radio equipment type Model PO11 is in
compliance with Directive 2014/53/EU. The full text of the EU declaration of
conformity is available at https:/www.poly.com/gb/en/legal/compliance/conformity.
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Transmit
Frequency Range Power

2422MHz - 2480MHz 18.4 dBm
5150MHz - 5350MHz 23.0 dBm
5470MHz - 5725MHz 22.0 dBm
5725MHz - 5825MHz 21.5dBm
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